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1 ELECTRICAL PLAN

SCALE: 1/8" = 1'-0"

SYMBOL SCHEDULE

HID RECESSED LIGHT FIXTURE CONNECTED TO NORMAL POWER
HID RECESSED LIGHT FIXTURE CONNECTED TO EMERGENCY POWER
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SINGLE POLE SWITCH
120V PHOTOCELL; MOUNT AT HEIGHT OF EXISTING

& [o]

LIGHTING CONTACTOR
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EXISTING CCTV CAMERA

@

120V EQUIPMENT TERMINATION POINT ABOVE SUSPENDED
CEILING. PROVIDE 120V EMERGENCY POWER AT JUNCTION
BOX ABOVE THE CEILING & 4—PAIR #24 CAT 5E CABLE TO
NEAREST RACK MOUNTED PATCH PANEL IN CLOSET FOR
NETWORK CONNECTIVITY.

-CR ACCESS CONTROL CARD READER WALL STATION EQUAL TO
XCEEDID#XF1500, WITH VISUAL LED INDICATOR, TAMPER DETECTION,
AND PIV COMPLIANCE. "WP" INDICATES DAMP LOCATION RATING
REQUIRED. MOUNT AT EXISTING DEVICE LOCATION

—— HOMERUN TO PANEL

C23 120/208V SURFACE MOUNTED PANELBOARD

ELECTRICAL PLAN NOTES

@ CONNECT TO 20A-1P, 120V BRKR AT PANEL LOCATION SHOWN.
CIRCUIT SHALL BE CONTROLLED BY PHOTOCELL.

@ REMOVE EXISTING DAMAGED 2P BRKR AT PANEL LOCATION
SHOWN AND PROVIDE ONE 20A-1P, 120V BRKR EQUAL TO
WESTINGHOUSE TYPE EHB1020 FOR NEW NORMAL POWER
CIRCUIT. CIRCUIT SHALL ROUTE THROUGH NEW LIGHTING
CONTACTOR AND CONTROLLED VIA EXISTING PHOTOCELL
CURRENTLY USED FOR PARKING LTS AND FLAG LTS.

@ REPLACE EXISTING WALL MOUNTED DECORATIVE FIXTURES WITH
NEW F2 FIXTURES, AND RECONNECT TO EXISTING CIRCUIT.

@ PROVIDE 1/2"C & JUNCTION BOXES ABOVE CEILING FOR
CONNECTIONS TO DOOR HARDWARE. UTILIZE EXISTING CONDUIT
WITHIN WALLS OR SURFACE WIREMOLD AND CONNECT AS NEEDED
FOR NEW DOOR HARDWARE; RE; DOOR ACCESS CONTROL DETAIL
ON THIS SHEET.

RECONNECT 120V EMERGENCY POWER TO NEW DOOR

@ CONTROLLER/POWER SUPPLY LOCATION ABOVE CEILING OF
DOOR. IF EXISTING CIRCUIT TO DOOR CONTROLLER IS NOT ON
EMERGENCY POWER, OBTAIN POWER FROM NEAREST UNSWITCHED
EMERGENCY SOURCE WITHIN LOBBY.

LIGHT FIXTURE SCHEDULE

F1 PRESCOLITE #LF8MH70EB—120—8MHV, OR EQUAL, 8" RECESSED
HID DOWNLIGHT FIXTURE FOR DAMP LOCATION, OPEN LAMP
HOUSING, CLEAR FINISHED ALZAK REFLECTOR, 1-70W ED-17
M.H. LAMP AND 120 VOLT BALLAST

F2 ANTIQUE STREET LAMPS #LT23B 70M MED ACT GR3 120 ANDB,
OR EQUAL, DECORATIVE LANTERN WITH 70 WATT METAL HALIDE
LAMP, & 120 VOLT BALLAST, MOUNTED ON #LVWB ANDB WALL
BRACKET ARM. LANTERN & BRACKET ARM TO BE DARK BRONZE
FINISH. PROVIDE BLOCKING IN WALL AT EXISTING OUTLET BOX
AS REQUIRED.

LOW VOLTAGE CABLING TO PANIC BAR POWER SUPPLY PROVIDED
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POWER SUPPLY
R

/—BY ACCESS CONTROL VENDOR

N — - - - - === INCOMING 120V CIRCUIT
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4"X4" BACK BOX IN FRAME —
6" ON CENTER FROM
STRIKE SIDE OF DOOR
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ELECTRIFIED HINGE

| l EXISTING SINGLE GANG BOX LOCATION
FOR CARD READER ON OUTDOOR
/ WALL. LOCATION SHOWN ON FLOOR
PLAN.

2 ACCESS DOOR ACCESS CONTROL DETAIL
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